
NEXA PARK ENTRANCE & PARKING ·  INDOOR PARKING GUIDANCE DISPLAY

N E X A  P A R K  S E R I E S

NX-GD301
Indoor Parking Guidance Display

TIER 3 ESSENTIAL

One-Way
DIRECTION
SHOWN

650 mm
CABINET
WIDTH

≤ 20 W
POWER

CONSUMPTION

RS485
COMMUNICATION

INTERFACE

01 OVERVIEW

Ceiling-hung LED guidance display that shows drivers the free spaces in one direction, with red and green arrows and counts.
English labels can be printed on the housing, and it is set up with the NX-CT310 tool.

02 KEY FEATURES

01 Arrow + free-space count, one direction
Points drivers along a single route with a live free-space count.

02 Red / green high-brightness LED
High-brightness red and green LEDs read clearly down a long
basement aisle.

03 ≤ 20 W, RS485
Low draw keeps running cost down across dozens of displays.

04 English labels printed on housing
Daisy-chains on RS485 with the zone controller.

03 TYPICAL APPLICATIONS

Basement Aisles Mall Car Parks Hospital Car Parks

Office Towers Hotels Airport Car Parks

04 RECOMMENDED SOLUTION

Parking Guidance MALLS, LARGE BASEMENTS, HOSPITALS

NX-BS310 NX-ZC510 NX-NC510 NX-CC510 NX-GD301 NX-GD302 NX-GD303 NX-GD501 NX-GD502 NX-GD503

NX-CT310 Nexakey ParkGuide

Drivers find a free space fast; scales to 31,250 bays.
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NEXA PARK NX-GD301 ·  SPECIF ICATIONS

05 TECHNICAL SPECIFICATIONS

TYPE

Directions One-Way (shows one direction)

CABINET

Dimensions 650 × 183 × 56 mm

DISPLAY

Light source High-brightness LED

Display content Direction arrow + 3 or 4 digits
(arrow + 888 / arrow + 8888)

Arrow directions Left, up-left, up, up-right, right,
down-left, down-right

Colours Red and green

Labels English text can be silk-printed on
the housing

ELECTRICAL

Power supply AC 220 V input; DC 5 V working
voltage

Power consumption ≤ 20 W

COMMUNICATION

Interface RS485

INSTALLATION

Mounting Ceiling-hung

SETUP

Configuration Set up with configuration tool NX-
CT310

Values shown as "up to" or "typical" are indicative industry figures, not tested results. Confirm critical values with your Nexakey distributor before tender.

06 ACCESSORIES & RELATED MODELS

NX-GD301
Indoor Parking Guidance Display

NX-GD302
Indoor Parking Guidance Display

NX-GD303
Indoor Parking Guidance Display

07 WARRANTY & SUPPORT

Exclusive Distributor
DigiMark Solution is the exclusive Nexakey distributor for
Bangladesh. Warranty is registered and serviced locally — no
overseas RMA.

Nationwide Service
Service and spare-part support through branches in Dhaka,
Chattogram and the divisional offices.

Installation & Commissioning
Site survey, installation and commissioning by trained engineers,
with handover training for your security team.

Spare Parts Held Locally
Fast-moving parts stocked in Dhaka to keep lane downtime short.

08 ORDERING INFORMATION

MODEL DESCRIPTION AVAILABILITY

NX-GD301 Indoor Parking Guidance Display Project Solution

NX-GD301 Indoor Parking Guidance Display Project Solution

NX-GD302 Indoor Parking Guidance Display Project Solution

NX-GD303 Indoor Parking Guidance Display Project Solution

Availability indicative. Confirm lead time and warranty terms with your exclusive Nexakey distributor at order. Prices on request.
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